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EXCELLING IN GROWING MEDIA 

Par�cle size of the raw material used:
- 12mm grade coco peat (with more short fiber)
- 6mm grade coco peat (with less short fiber)
- Below 12 mm grade coco chips
- Below 8 mm grade coco chips
Or,
Mixes of various combina�ons of coco peat and coco chips raw 
materials according to the customer's requirements.

Raw material moisture content: less than 20%
Raw material EC* content: below 0.5 mS/cm to 2.5 mS/cm [1:1.5 (v/v) 
water extrac�on method]

* Electrical Conduc�vity (EC) of the raw material used will vary 
   according to the customer's requirements

Raw material pH value: From 5.5 to 6.8

Packing

Width - 10 cm +/- 1 cm
Height - 4 - 5 cm 
(All dimensions are before expansion)

Product Specifica�ons
Size: Length -20 cm +/- 1 cm

Weight: 650g (+/- 25 g)

Compressed brique�es are either floor loaded or palle�zed.
If palle�zed,
compressed naked brique�es or
bundled compressed naked brique�es or
brique�es individually shrink wrapped (loose or in cartons) or
brique�es individually shrink wrapped with a label(loose or in cartons)
are stacked on heat treated wooden pallets with or without corrugated 
cardboard corners, strapped with strapping tapes and wrapped with 
stretch films.
Half pallets (in crates) also offered according to the requirement.
(Quan�ty per pallet and packing method will vary according to the 
customer's requirements)

COCO BRIQUETTES
COCOWIDE Coco Brique�es are best suited for household/hobby users and 
the commercial agricultural applica�ons. They are made available in different 
forms of packing and material mixes according to the customer's requirements.
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